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BEAM MK A-605

MATERIAL : STRUCTURAL STEEL GRADE 300PLUS

940 MK B-605

1105 MK B-605

1410 MK B-605
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160 x 10 FL.
2/ HOLES ¢ 18

35

BEAM MK B-605 AS NOTED
BEAM MK C-605 AS NOTED
BEAM MK D-605 AS NOTED

MATERIAL : STRUCTURAL STEEL GRADE 300PLUS

940 MK E-605

"
ENDS ALIKE

160 x 10 FL.

2/ HOLES ¢ 18 FOR M16 x 50 LG. HEX. HG. BOLT
C/W NUT & FLAT WASHER (ALL H.D. GALVANISED)
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BEAM E-605 AS NOTED
BEAM F-605 AS NOTED

MATERIAL : STRUCTURAL STEEL GRADE 300PLUS
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VALVE SPINDLE 2 x12mm HOLES M10 X 50 HG BOLT
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VALVE SPINDLE SUPPORT GUIDE

TO BE LOCATED DIRECTLY ABOVE VALVE SPINDLE
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LOCKING BRACKET MK G-605

MATERIAL : STRUCTURAL STEEL GRADE 300PLUS

1. ALL STEELWORK TO BE HOT DIPPED GALVANISED AFTER FABRICATION.

2 ADDITION OF VALVE SPINDLE GUIDE
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