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25 x 25 COMPRESSIBLE CLOSED-CELL POLYURETHANE FOAM JOINT FILLER
APPLY TO ROOT OF SUPPORT FRAME FOLD WITH CONTACT ADHESIVE < \inb0RT FRAME A_812
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R % NOTES:
WWPS <> DETAIL 1. PROVIDE NOM. 50 x 50 SQUARE $$316 PLATE PACKERS TO A THICKNESS OF 25mm BETWEEN U/SIDE OF SUPPORT FRAME FLANGE & TOP OF SLAB. LOCATE PACKER SETS
ROOF SLAB [N LOCAL TO EACH CORNER & MID-WAY ALONG EACH SIDE.
\/\ SCALEE 5 2. FLEXIBLE EPOXY SEALANT TO BE MIXED IN ACCORDANCE WITH MANUFACTURER'S GUIDELINES TO A FLOWABLE CONSISTENCY FOR POURING. PREPARE CONTACT
SURFACES AND PLACE SEALANT IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS.
DETAIL 3. FOUR TABS TO BE FITTED TO GAS TIGHT COVER FRAME ASSEMBLY HORIZONTALLY BOLTED TO WALL TO SUPPORT THE ENTIRE HINGED COVERS. PACKING NEEDED
SCALEL 5 BEHIND EACH TAB.
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