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CJ. PATH BOX & CONCRETE SURROUND (330 x 330)
PAINTED YELLOW ON TOP

PATH BOX TO BE INSTALLED WHERE:
-MAIN TAP TO METER STAND > 30m
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CONCRETE SPLASH PAD
500 SQUARE x 75 THK.

RED CIRCULAR SYMBOL,
BLACK TAP AND CUP ON WHITE BACKGROUND
FABRICATE FROM 1.6mm ALLUMINIUM
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RECESSED CONCRETE CUBES
S
20 THK. ASPHALT PREMIX BEDDING o TYPE A OR B COPPER TUBE GJ
= . $250 x 600 DEEP
g| = GRADE N20 CONCRETE
DN 150 UPVC PIPE. Z| S 9
< SLOT LOWER END TO SUIT PIPEWORK el B
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- BALL VALVE MAIN TAP (INSULATED)
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DN AS SHOWN ON PROJECT DRAWINGS L - DN AS SHOWN ON PROJECT DRAWINGS
100 x 100 HARDWOOD POST WITH 600 MIN EMBEDMENT. /
20 THK. ASPHALT PREMIX BEDDING ELEVATION PROTECTION:
q BELOW GROUND & EXTENDING 100mm ABOVE GROUND:-
WATER MAIN NOTE: REFER TO PROJECT DRAWINGS OR SPECIFICATION FOR DIAMETER OF METER & RPZD. 2 COATS OF TAR PAINT OR HOT APPLIED TAR.
THE METER STAND MAY BE PARALLEL TO THE SIDE BOUNDARY (AS DRAWN) ABOVE GROUND:-
OR PARALLEL TO THE FRONT BOUNDARY 1PRIME COAT FOLLOWED BY 2 COATS OF WHITE EXTERIOR ENAMEL.
SECURE PIPEWORK TO POSTS USING COPPER SADDLE CLAMPS FIXED WITH BRASS SCREWS
STANDARD CONSTRUCTION PRACTICE CAD FILE NAME: SCP-911
HUNTER SEWERAGE STANDARD
1 CONSTRUCTION S.H. 01-06-2016 H W C S
REV. N° REVISION APPROVED| DATE WATER -
APPROVED APPROVED SEWAGE PUMPING STATIONS SCP_911
COPYRIGHT HUNTER WATER
O (Shsaaion ired WATER SERVICE DETAILS
ASSET MANAGEMENT ISSUED: 2016 | A3




