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MAINTENANCE
HOLE

CONCRETE HARDSTAND —'

MAINTENANCE HOLE BASE SLAB
REFER TO SEW-1301-V AND
SEW-1302-V FOR DETAILS

LUGGED KNIFEGATE VALVE C/W SUPPORT

WET WELL HANDRAILING SYSTEM
REFER TO SCP-820

INDUCT VENT

STOP VALVE SURFACE BOX
CAST INTO ROOF SLAB

PUMP STATION WET WELL

INDUCT VENT PIPE

T

COVERS AND FRAME TO SUIT VALVE PIT
COVERS TO HAVE 500mm HIGH LETTERS "HWC"
ROUTED INTO TOP OF LIDS (NOT BEAD WELDED)

PUMPING STATION
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REFER TO SCP-701

316SS EXTENSION SPINDLE TO SUIT

BRACKETS AT 2000 MAX. CTRS.

SUBMERSIBLE PUMP

RISING MAIN SCOUR LINE

'/“ AND FLAP VALVE

3

PUMP GUIDE RAIL C/W INTERMEDIATE SUPPORT
BRACKETS TO MANUFACTURERS REQUIREMENTS

(1/DUTY, 1/STANDBY)

STOP VALVE.

316 SS EXTENSION
SPINDLE TO SUIT

MIN. 200 THK. S&0 CONCRETE BASE SLAB
SL81FABRIC TOP AND BOTTOM. 50 COVER

No. | DESCRIPTION WSAPS. FOR PIPE END TREATMENT .

1| SC/SP DICL PIPE (LENGTH TO SUIT) 200 REFER TO SCP-900 3 —

2 | FL/SP DICL PIPE C/W FITTED PUDDLE FLANGE 200

3 | 316 SS RESILIENT SEATED KNIFEGATE VALVE C/W EXTENSION SPINDLE 260, 262 FOR BENCHING DETAILS | 2.

4 | 316 SS DROPTUBE - REFER TO SCP-902 REFER T0 SCP-903 [ 2y

300 THK. S40 CONCRETE STRUCTURAL SLAB 25

5 FL/SP DICL PIPE C/W FITTED PUDDLE FLANGE 200 SL81 FABRIC TOP AND BOTTOM. 65 COVER 2

6 | SC/SP DICL PIPE (LENGTH TO SUIT] 200 ==

7 | GIBAULT COUPLING (<=DN300) OR DISMANTLING JOINT (GREATER THAN DN300) 210

8 | PN35 FL/SP DICL PIPE 200

9 FL/FL NON-RETURN VALVE C/W COUNTERWEIGHT ARM 264 S E C T | O N A |_ E |_ E V A T | O N

10 | FL/FL STOP VALVE C/W EXTENSION SPINDLE 260, 262

1| &5° SC/SC DI BEND C/W THRUST BLOCK 201 SCALE 1: 30

12 | SP/SP DICL PIPE (LENGTH TO SUIT) 200

13 | SC/SC-SC DI ANGLE BRANCH C/W THRUST BLOCK 201

14 | FL/SP DICL PIPE C/W FITTED PUDDLE FLANGE 200

15 | FL/FL STOP VALVE C/W EXTENSION SPINDLE AND SURFACE BOX INSTALLATION | 260, 262

16 | FL/SP DICL PIPE 200

17 | FL/FL-FL DI EQUAL TEE C/W THRUST BLOCK 201

18 | FL/SC DI CONNECTOR 201

19 | FL/SP DICL PIPE 200

20 | 90° FL/FL DI VERTICAL BEND 201

21 | FL/FL DICL PIPE 200

22 | MALE "CAMLOCK" FLANGED COUPLER C/W DUST CAP

23 | FL/FL DICL PIPE 200

24 | PVC PRESSURE PIPE C/W FLAP VALVE TO SUIT 2

NOTES:

25 | LEVEL INSTRUMENT _

26 TWELL FLOAT 1. FOR BLOCKOUT REPAIR DETAILS REFER TO SCP-901.

27 | OVERFLOW
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